
 

Bonding inlay lettering  
with AKENOVA® adhesiveswww.akemi.com

Inlays are flush-mounted metal letters that are used for stylish and durable lettering on gravestones. 
After sandblasting the embedding surface, the letters are precisely fitted into the embedding surface 
of the natural stone and bonded in place. Such inlay lettering is typically cast from stainless steel, 
bronze, brass or aluminium and can be ordered individually from the manufacturers.

Inlays for natural stone: 

An elastic adhesive system is ideal for bonding 
metal inlays into natural stone. Our products in  
the AKENOVA® series are therefore perfect for this 
application. They are characterised by the following 
properties:

■ permanent weather- and UV-resistance

■ �full compatibility with natural stone -  
no risk of bleeding

■ high adhesive strength on different materials

■ �simple and controlled processing even  
with complex geometries

First, both the embedding surfaces and the inlay lettering 
must be thoroughly cleaned on the reverse side with 
Cleaner I. This removes dust, dirt and grease from the 
surfaces to be bonded. It is then essential to treat both the 
back of the inlay lettering and the stone surface cleaned 
with Cleaner I with a suitable primer to further improve the 
adhesion of the AKENOVA® systems:

■ for metal letters: Primer AP 20

■ for limestone or marble: Primer AP 70

■ granite surfaces do not require a primer

Depending on the stone colour and desired appearance, 
the following AKENOVA® adhesives are used:

■ �AKENOVA® ROCKET 200 
ideal for colour-matched and highly moisture-stressed 
bonding (e.g. lying slabs)

■ �AKENOVA® CLEAR 300* 
transparent, particularly suitable for light-coloured 
stones

■ �AKENOVA® ELASTIC 100*  
ideal for colour-matched bonding when longer 
processing times are required 

� * not suitable for lying slabs

After applying the adhesive, press the inlay lettering into 
the adhesive bed. This may result in excess adhesive. 
The excess is then simply removed with a smoothing 
agent and a scraper. To do this, spray the stone surface 
and the scraper generously and evenly with the Universal 
Smoothing Agent ready-to-use to remove the excess 
cleanly. After 24 hours, any remaining adhesive residue 
can be removed with Acryclean - silicone remover - and 
a microfibre cloth.

In order to bond the metal letters onto the stone, it must 
first be sandblasted. Customised sandblasting foils can 
be purchased for this purpose.

■ �Cleaner I - for preparing the adhesive surfaces  
(Art. No. 45015)

■ Primer AP 20 - for metal letters (Art. No. 45023)

■ Primer AP 70 - for limestone (Art. No. 45027)

■ Adhesives:

- �AKENOVA® ROCKET 200  
(white, Art. No. 10331 / black, Art. No. 10330 /  
grey, Art. No. 10332)

- �AKENOVA® CLEAR 300  
(crystal clear CC 2200, Art. No. 10328)

- �AKENOVA® ELASTIC 100  
(white, Art. No. 10336 / black, Art. No. 10335 /  
grey, Art. No. 10337 / beige, Art. No. 10338)

■ �Universal Smoothing Agent - for removing excess 
adhesive (Art. No. 45035)

■ �Acryclean - silicone remover - for removing adhesive 
residue after 24 hours (Art. No. 87603)

Suitable adhesive system:

Preparation of the 
surfaces to be bonded
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Sandblasted adhesive bed

Inlay lettering

Always follow the instructions on AKEMI product packaging 
and in the technical data sheets; these can be found at  
www.akemi.com. 
If you have any questions, please call +49 (0)911 - 642960 or 
send an email to: info@akemi.de

AKEMI chemisch technische Spezialfabrik GmbH 
Lechstr. 28  ·  90451 Nürnberg - Germany  

Tel. +49(0)911-642960  ·  Fax +49(0)911-644456 
info@akemi.de  ·  www.akemi.com
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https://stein.akemi.de/en/productfinder/protect-care/produktdetail-en/cleaner-i-1100?searchString=45015&searchType=2&cHash=ad54683c79fdc10a725f9d12ac413b3c
https://stein.akemi.de/en/productfinder/sealants/produktdetail-en/primer-ap-20-1370?searchString=45023&searchType=2&cHash=1ad2da05e539b5c2b42882a67c4a2801
https://stein.akemi.de/en/productfinder/sealants/produktdetail-en/primer-ap-70-1382?searchString=45027&searchType=2&cHash=a4f8043dcdefd488de17a7b556e1899c
https://stein.akemi.de/en/productfinder/bonding/productdetail/akenovar-rocket-200-4943?searchString=10331&searchType=2&cHash=83ea83819fa8780fb74f2a70f8c57970
https://stein.akemi.de/en/productfinder/bonding/productdetail/akenovar-clear-300-5692?searchString=10328&searchType=2&cHash=5af3d9310f70aef9edfc54b2d3994123
https://stein.akemi.de/en/productfinder/bonding/productdetail/akenovar-elastic-100-4936?searchString=10336&searchType=2&cHash=ebda5a48fb36eed8830960c4a12fa888
https://stein.akemi.de/en/productfinder/sealants/produktdetail-en/universal-smoothing-agent-ready-to-use-1856?searchString=45035&searchType=2&cHash=9482fb557b78bb19d2db3b89ad1f5a4b
https://stein.akemi.de/en/productfinder/sealants/produktdetail-en/acryclean-silicone-remover-2264?searchString=87603&searchType=2&cHash=c549ec96ea621aff6c85b770a445158d

