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Properties: AKEPOX® 1016 Micro Filler is a very liquid 2-component epoxy resin 
system with a modified amine hardener. 
 
The product is characterized by the following properties: 
- very liquid consistency, therefore good penetration into finest hair 

cracks 
- solvent-free, therefore good filling properties 
- high efficiency 
- very strong colour intensification 
- slow working time 
- low tendency to yellowing 
- low odour 
 

Application Area:  AKEPOX® 1016 Micro Filler is mainly used in the stone working industry 
for closing of fine fissures and hair cracks as well as for surface 
compacting of natural stone, concrete and concrete ashlar. Due to the 
strong colour intensification the natural colour of the stone is intensified. 
 

Instructions for use: 1. The stone slabs to be treated must be pre-calibrated according to 
their nominal thickness and must be clean and dry.  

2. Pre-warmed stone slabs (e.g. 60°C) considerably increase the 
penetration capacity of the product.  

3. Three parts of component A are thoroughly mixed with one part of 
component B (e.g. 75 g and 25 g by volume or by weight). 

4. Colouring is possible using AKEPOX® Stone Ink (max. 5%). 
5. The mixture remains workable for approx. 1 - 2 hours (20°C) and is 

applied to the entire surface with a brush or roller; apply several 
times on more absorbent surfaces. 

6. Surfaces can be ground and polished after approx. 1 day at room 
temperature. 

7. The contact pressure of the grinding and polishing segments should 
not exceed 1 - 1.5 bar. 

8. Tools can be cleaned with AKEMI® Universal Thinner. 
9. Warmth accelerates, cold delays the hardening process. 

 
Special Notes:  -  For professional use only. 

-   The optimum mechanical and chemical properties can only be 
achieved if the mixing ratio is strictly adhered to. Excess component 
A or B acts as a plasticiser or can cause discolouration in the 
marginal zone. 

-  Component A and B must be removed from the storage containers 
using separate containers. 

-  If the processing time is exceeded, the penetration capacity is 
reduced. 

-  Depending on the stone, treated surfaces obtain a more or less 
intense colour intensification. The colour may be deeper in the 
crack area, so we recommend creating a sample area. 

-  To achieve optimum surfaces, high-quality grinding and polishing 
segments must be used. 

-  The product must not be used at temperatures below 15°C, as it will 
not harden sufficiently. 

-  Resin which is already hardened can no longer be removed by 
solvents but only mechanically or by higher temperatures (> 200°C). 

-  When processed correctly, the resin is not harmful to health when 
fully hardened. 
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- For proper waste disposal, the container must be completely 
emptied. 

- Recycling in accordance with the guidelines of EU Decision 97/129 
EC on the Packaging Directive 94/62/EC. 

 
Technical Data: 
 

Colour comp. A:  colourless transparent 
Colour comp. B:  colourless transparent 
 
Density comp. A:  1.07 g/cm³ 
Density comp. B:  0.96 g/cm³ 
 
Consumption:   approx. 100 - 200 g/m² 
 
Working time at various temperatures and a quantity of 100 g: 
  15°C:  2 -    4 hours 
  20°C:  1 -    2 hours 
  40°C:  0.5 - 1 hour 
 
Hardening times for pre-warmed stone slabs to the following 
temperatures: 
  20°C:  18 - 24 hours 
  40°C:    4 -   8 hours 
 
Tack-free surface in thin layer: 
  20°C:  approx. 3    hours 
  40°C:  approx. 1.5 hours 
  60°C:  approx. 1.5 hours 
 

 If stored in dry and cool condition (5 - 25°C/41 - 77°F) in its closed 
original container at least 24 months from production. 
 

Health & Safety: Read Safety Data Sheet before handling or using this product. 
 

Important Notice: The above information is based on the latest stage of development and 
application technology. Due to a multiplicity of different influencing 
factors, this information - as well as other oral or written technical advises 
- must be considered as non-binding hints. The user is obliged in each 
particular case to conduct performance tests, including but not limited to 
trails of the product, in an inconspicuous area or fabrication of a sample 
piece. 

                                                                                                                         


