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Properties: AKEMI® BF 200 UP Injection Mortar is a 2-component reaction resin 
mortar based on unsaturated polyester resins dissolved in styrene.  
 
The product is characterized by the following properties: 

- approval as injection system for anchoring in uncracked concrete 
according to EAD 330499-02-060; ETA 17/0852 

- safe and reliable processing and application due to the cartridge 
system  

- suitable for natural stone, masonry and uncracked concrete 
- uniform load transmission on account of a non-splaying 

anchorage system 
- also suitable for anchoring close to edges 
- excellent interconnection and tight fit between the injection 

mortar, mesh sleeve, anchor (tie) rod and the surrounding 
embedment material 

- overhead application 
- good surface drying 
- bonded parts are impermeable to water and have a reliable long-

term behaviour 
- long-term heat resistance from -40°C up to +50°C, short-term 

resistance up to +80°C 

Application Area:  AKEMI® BF 200 UP Injection Mortar is mainly used to fix anchor rods 
(zinc plated, hot dip, diffusion galvanized, stainless steel A2, A4 or 
high corrosion resistance steel), threaded sleeves, reinforcing bars, 
profiled rods or the like for fixing to uncracked concrete, light-weight 
concrete, aerated concrete, solid brick, perforated brick, natural stone 
for facades, canopies, wooden and metal constructions, metal profile 
sections, brackets, balustrades, gratings, heating and sanitary 
installations, piping, cable runways, high racks, lighting etc. 
 

Instructions for use: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

1. Drill the hole (rotary or impact drilling) without cooling liquid in 
accordance with the characteristic value table; in the case of light-
weight or aerated concrete, drill a tapered hole. 

2. Standing water must be removed before cleaning. The manual 
pump may only be used for boreholes up to a depth of 240 mm. 
Clean the drill hole (concrete, solid brick: starting from the bottom, 
blow out the drill hole with a manual pump or with compressed air 
for at least 4x, brush with a suitable wire brush mechanically for at 
least 4x, starting from the bottom, blow out the drill hole with a 
manual pump or with compressed air for at least 4x; perforated 
brick: starting from the bottom, blow out the drill hole for at least 
twice, brush with a suitable wire brush for at least twice, starting 
from the bottom, blow out for at least twice). 

3. In the case of masonry, insert a mesh sleeve. 
4. Working temperature of the cartridge +20°C, object temperature 

+5°C up to +35°C. 
5. Prior to inserting the anchor rod into the mortar filled drill hole, the 

position of the embedment depth shall be marked on the anchor 
rods. 

6. Open the sealing cap and remove the clip from the foil bags. 
Insert the cartridge into the gun, screw on the mixer, squeeze out 
and discard approx. 10 cm of the mortar (at least 3 full strokes). 
Pay attention to the working times in the reaction table!     

7. Insert the mixer to the bottom of the drill hole and fill from bottom 
to top with the reaction mortar. If using a mesh sleeve, use the 
mixer attachment to fill. 
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8. Insert he threaded rod or the reinforcing iron bar to the marking by 
turning it with the hand, check the filling level (some material must 
emerge from the drill hole when the anchor rod is fully screwed 
in). 

9. Refer to the reaction table for the hardening times. 
10. Attach the component and apply the torque in accordance with 

the characteristic value table after complete hardening time. 
 

Concrete or solid brick 

        
see 1. see 2. see 2. see 6. see 7. see 8. see 9. see 10. 

 
Pore concrete or light-weight concrete 

        
see 1. see 2. see 2. see 6. see 7. see 8. see 9. see 10. 

 
Masonry (solid and vertically perforated brick, solid sand-lime and perforated sand-lime) 

        
see 1. see 2. see 2. see 3. see 6. see 7. see 8. see 9. 

 

       

see 10.        
 
 
Special Notes: - For professional use only. 

- If the drill holes are damp or badly cleaned, the strength of the 
bond will be reduced.  

- Application conditions: components under the condition of dry 
rooms inside (anchor rods made of galvanized, non-corrosive 
and highly corrosive-resistant steel); components outside and in 
humid areas, if no especially aggressive conditions are given 
(anchor rods made of non-corrosive and highly corrosive-
resistant steel); components outside and in humid areas, if 
especially aggressive conditions are given (anchor rods made of 
highly corrosive-resistant steel). 

- For highly absorbent natural stone, it is recommended to check 
the product regarding discolouration of the marginal zone. 

- Mortar which has already started to jellify may no longer be 
used. 

- At temperatures below +5°C hardening will be significantly 
delayed. 
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- Mortar which has already hardened can no longer be removed 
with solvents, but only mechanically or using higher 
temperatures (>200°C). 

- Drill holes may not be made with diamond drills because the 
surface of the hole would be too smooth, thus considerably 
reducing mechanical interlocking with the injection mortar. 

- Within the EU: subject to the self-service prohibition regulation 
and shall only be sold by specialized sales outlets. 

- For proper waste disposal the container must be completely 
emptied. 

- Recycling in accordance with the guidelines of EU Decision 
97/129 EC on the Packaging Directive 94/62/EC. 

 
Tecnical Data: 
 
1. Reactivity 
 

Object temperature Working time Hardening time on  
dry surfaces 

Hardening time on 
humid surfaces 

  5°C 20 - 25 min 120 min 240 min 
10°C 10 - 15 min 80 min 160 min 
20°C 5 - 6 min 45 min 90 min 
30°C 3 - 4 min 25 min 50 min 
35°C 1 - 2 min 20 min 40 min 

 
The temperature of the material in the anchoring substrate must not fall below 5°C during 
hardening. 
 
2. Cleaning concrete 
 

Threaded rods Drill hole-ø Brush-ø min.  
brush-ø 

(mm) (mm) - db (mm) d b,min (mm) 
M 8 10.0 RBT 10 12.0 10.5 
M 10 12.0 RBT 12 14.0 12.5 
M 12 14.0 RBT 14 16.0 14.5 
M 14 18.0 RBT 18 20.0 18.5 
M 20 24.0 RBT 24 26.0 24.5 

 
 
3. Setting parameter concrete 
 
Dowel size M8 M10 M12 M16 M20 
Threaded rod diameter d = dnom [mm] 8 10 12 16 20 
Nominal drilling diameter d0 [mm] 10 12 14 18 24 

Effective anchoring depth hef,min [mm] 60 60 70 80 90 
hef,max [mm] 160 200 240 320 400 

Through hole in the 
component to be 
connected 

df ≤ [mm] 9 12 14 18 22 

Maximum installation 
torque 

Tinst ≤ [Nm] 10 20 40 80 120 

Min. component thickness hmin [mm] hef + 30 mm ≥ 100 mm hef + 2 d0 
Min. centre distance smin [mm] 40 50 60 80 100 
Min. edge distance cmin [mm] 40 50 60 80 100 
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4. Recommended load values for concrete 
The recommended load values apply only to single anchors for approximate calculation if the 
following conditions are met: 

 
If the conditions are not met, the loads must be calculated in accordance with EN 1992-4.  
For further details, refer to the specifications in ETA-17/0852. 
 

• Strength class 8.8 
• Concrete - C20/25 
• Hammer drilling (HD) 
• Dry, wet concrete 

M8 M10 M12 M16 M20 

R
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40 °C / 24 °C 1) 

un-
cracked 

Nrec,stat [kN] 9.1 12.1 16.8 21.2 33.9 

80 °C / 50 °C 1) Nrec,stat [kN] 7.7 10.8 14.8 18.7 29.7 

Recommended transverse 
load w/o lever arm 2) 

Vrec,stat [kN] 9.7 11.9 16.5 20.8 34.1 

Anchorage depth hef [mm] 80 90 110 125 170 
Edge distance c ≥ [mm] 120 135 165 187,5 255 
Centre distance s ≥ [mm] 240 270 330 375 510 

1) short-term temperature / long-term temperature 
2) transverse loads are valid for all specified temperature ranges 
Nrec,stat, Vrec,stat = recommended load under static and quasi-static stress 
 
 
5. Setting parameters for masonry 
 

Setting parameters 
Axial distance between dowel 
groups 

scr,N Group [mm] Hlz, KSL, MZ, KS = 100 
Hbl, Hbn = 200 

100 

Min. axial distance between 
dowel groups1) 

smin Group [mm] Hlz, KSL, Mz, KS = 50 
Hbl, Hbn = 100 

50 

Axial distance between 
individual dowels 

scr,N Single [mm] 250 250 

Edge distance ccr,N [mm] 250 200 (250)2) 

Min. edge distance3) cmin [mm] 250 50 (60)2) 

Anchorage 
depth of 
anchor stand 

with sleeve hef [mm] 50 85 85 85 80 90 

without sleeve hef [mm] 60 80 90 110 80 90 

Drill hole depth with sleeve h0 [mm] 55 90 90 90 105 105 
without sleeve h0 [mm] 65 85 95 115 85 95 

Min. component thickness hmin [mm] 110 125 110 
Drill bit diameter d0 [mm] 11 16 16 16 14 16 
Through hole in attachment df [mm] 7 9 12 14 9 12 
Installation torque Tinst [Nm] 3 8 8 8 2 2 

c ≥ 1.5 x hef s ≥ 3.0 x hef h ≥ 2 x hef 

Ψsus = 1.0; percentage of dead load ≤ Ψ0sus according to the table below 

The recommended loads were calculated using the partial safety factors for resistance specified 
in the ETA and a partial safety factor for actions of γf = 1.4. 
The partial safety factor for seismic action is γ₁ = 1.0 
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1) It is permissible to reduce the centre distance to below the minimum value in the case of anchor pairs or groups of four,    
    provided that the permissible loads are reduced accordingly. The maximum permissible loads must not be exceeded. 
2) The value in brackets applies to solid bricks (Mz and KS). 
3) Applies to masonry with ballast or when verifying against tilting. Does not apply to transverse loads directed towards a free    
    edge. 
 
6. Calcuclation of recommended load values 
 
The recommended loads specified are for preliminary calculation purposes only and do not replace 
dimensioning. 
 
The following conditions must be observed: 
 

• dry environment 
• temperature range  24/40°C (long-term/short-term) 
• centre distance s ≥ scr 
• edge distance c ≥ ccr 
• mortar compressive strength of the masonry at least M2.5 
• compressive strength, bulk density and dimensions of the bricks comply with the 

specifications 
• joints are visible 
• the vertical butt joint is mortared 
• strength class of the threaded rod at least 5.8 or higher 

 
The recommended loads consider all partial safety factors (resistance 2.5; action 1.4) and all failure 
modes. Interaction between tensile and transverse tensile loads has not been considered. 
 

 
Reduced permissible loads with reduced axial 
spacing per anchor in anchor groups 
scr,N Group ≥ s > smin 
 
Anchor pairs: 
red F = χs * F rec 
χs = ½ (1 + s/ scr,N Group) ≤ 1.0 
 
Groups of four: 
red F = χs * F rec 
χs = ½ (1 + s/ scr,N Group) ≤ 1.0 
 
F rec      = permissible load per anchor 
red F      = reduced load per anchor 
scr,N Group = axial distance anchor groups 
s            = reduced axial spacing 
 

 
Permissible load in [kN] for each single brick 
Brick format  < 4 DF 4 up to 10 DF ≥ 10 DF 
Without top load max F [kN] 1.0 1.4 2.0 
With top load max F [kN] 1.4 1.7 2.5 
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7. Recommended load values for masonry 
 

Stone Strength class Re-
commended 

loads 

Standard sleeves Wing sleeve 
M6 M8 M10 M12 M8 M10 

 
Hollow brick 

Hlz 4  
Frec 

 
[kN] 

0.3 0.3 0.3 0.3 0.3 0.3 
Hlz 6 0.4 0.4 0.4 0.4 0.4 0.4 
Hlz 12 0.7 0.8 0.8 0.8 0.8 0.8 

Sand-lime 
hollow brick 

KSL 4  
Frec 

 
[kN] 

0.3 0.3 0.3 0.3 0.3 0.3 
KSL 6 0.4 0.4 0.4 0.4 0.4 0.4 
KSL 12 0.7 0.8 0.8 0.8 0.8 0.8 

Sand-lime 
solid brick1) 

KS 12 Frec [kN] 0.5 1.7 1.7 1.7 1.7 1.7 

Solid brick1) Mz 12 Frec [kN] 0.5 1.7 1.7 1.7 1.7 1.7 
Light concrete 
hollow brick 

Hbl 2 Frec [kN] 0.3 0.3 0.3 0.3 - - 
Hbl 4 0.5 0.6 0.6 0.6 - - 

Concrete 
hollow brick 

Hbn 4 Frec [kN] 0.5 0.6 0.6 0.6 - - 

1) No sleeve is required for anchoring in masonry made of solid sand-lime bricks (KS) and solid bricks (Mz). 
 
 
Storage: 
 

If stored in dry and cool condition (5 - 25°C/41 - 77°F) in its closed 
original container at least 12 months from production. 
 

Health & Safety: Read Safety Data Sheet before handling or using this product. 
 

Important Notice: The above information is based on the latest stage of development and 
application technology. Due to a multiplicity of different influencing 
factors, this information - as well as other oral or written technical 
advises - must be considered as non-binding hints. The user is obliged 
in each particular case to conduct performance tests, including but not 
limited to trails of the product, in an inconspicuous area or fabrication 
of a sample piece.. 

                                                                                                                          


