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Properties: AKEMI® Thinner EC is a product based on organic compounds. 
 
The product is characterized by the following properties: 
- colourless, low-viscosity liquid with good diluting effect 
- relatively slow and residue-free evaporation 
- free from regenerates 
- free from alcohols, chlorinated hydrocarbons and paraffinic 

components 
 

Application Area:  AKEMI® Thinner EC is used to dilute AKEMI® EVERCLEAR 505. 
Increases the penetration capacity of AKEMI® EVERCLEAR 505, 
especially in fine fissures. 
 

Instructions for use: 1. Add a maximum of 20% AKEMI Thinner EC to the A-component of 
AKEMI® EVERCLEAR 505 (by weight and based on component A). 

2. Stir the mixture well until it is homogeneous. 
3. Then add the corresponding quantity of AKEMI® EVERCLEAR 505 

(based on the undiluted quantity of component A) and process the 
mixture. 

4. The addition of the thinner increases the processing time to 15 - 20 
min (20°C), depending on the quantity added. 

5. The material can be ground and polished after 24 - 48 h, depending 
on the quantity added and the thickness of the hardened layer. 
 

Special Notes:  -  For professional use only. 
-   As the viscosity of the mixture increases relatively quickly after 

adding the hardener, the treatment of fine cracks should be started 
immediately after mixing. 

- For proper waste disposal, the container must be completely 
emptied. 

- Recycling in accordance with the guidelines of EU Decision 97/129 
EC on the Packaging Directive 94/62/EC. 

 
Technical Data: 
 

Colour: 
Density: 

colourless, clear 
0.9 g/cm³ 
 

Storage: 
 

If stored in dry and cool condition (5 - 25°C/41 - 77°F) in its closed 
original container at least 36 months from production. 
 

Health & Safety: Read Safety Data Sheet before handling or using this product. 
 

Important Notice: The above information is based on the latest stage of development and 
application technology. Due to a multiplicity of different influencing 
factors, this information - as well as other oral or written technical advises 
- must be considered as non-binding hints. The user is obliged in each 
particular case to conduct performance tests, including but not limited to 
trails of the product, in an inconspicuous area or fabrication of a sample 
piece. 

                                                                                                                         

 

 


